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Description :

Straight Edge (Product Code: SLE/CE/37) is a flat steel bar used to strike off excess materialand

level the top when moulding concrete cube and cylinder specimens in civil engineering and

concrete testing laboratories. Measuring 1 × 12 inches (2.5 × 30.4 cm), it is also used when

conducting slump cone and air meter tests on fresh concrete. It is manufactured by Jain 
Scientific Equipments Pvt Ltd (ScienceLab), an OEM, at its own factory in Ambala, India.

Specifications

Parameter Detail

Main use Removing excess material when moulding cube and cylinder specimens

Also used for Conducting slump cone and air meter tests

Construction Flat bar made from steel

Size 1" × 12" (2.5 × 30.4 cm)

Product code SLE/CE/37

Manufacturer Jain Scientific Equipments Pvt Ltd (ScienceLab) — OEM

Country of origin India (made in Ambala, Haryana)

What Is a Concrete Straight Edge Used For?

Once a cube or cylinder mould has been filled and compacted, the surface must finish flush with

the rim so the specimen has the correct height and a flat face. The straight edge is laid across the

top of the mould and drawn over it with a gentle side-to-side sawing action, cutting away surplus

concrete in one or two passes. The same bar is used to level off the measuring container in air

meter tests and to tidy the top of the slump cone before it is lifted.

Keep the working edge clean and straight: store the bar flat, do not use it as a lever, and remove

paste before it hardens. This short strike-off bar is meant for specimen moulds and small

containers; for checking the regularity of road surfaces, a much longer straight edge is used

instead. It is a low-cost but essential piece of engineering lab equipment for colleges and site

laboratories.

OEM Manufacturer

Jain Scientific Equipments Private Limited operates under the brand ScienceLab and is the OEM

(original equipment manufacturer) of this Straight Edge. The bar is made at the company's own

licensed factory at Saha, Ambala, Haryana, and supplied factory-direct to engineering colleges,

material testing laboratories, dealers and importers, so repeat orders come from the same source

every time. Read about the company on the ScienceLab profile.

Related Civil Engineering Lab Equipment

The straight edge is used with these moulds and fresh-concrete test sets:

Concrete Cube Mould — struck off level with the straight edge after compaction.
Cylindrical Mould — cylinder specimens finished flush at the top.
Slump Test Apparatus — the slump cone test the bar also supports.
Tamping Rod — compacts the concrete before it is struck off.
Straight Edge (3 meter) — the long straight edge used on road surfaces.

Find more in Civil Engineering Lab Equipment.

Frequently Asked Questions

What size is the Straight Edge?
The Straight Edge (SLE/CE/37) is a flat steel bar measuring 1 × 12 inches, which is 2.5 × 30.4

cm. This length spans the top of common specimen moulds and small test containers, making it

easy to strike off surplus concrete in a single controlled pass.

Which tests is the straight edge used in?
The Straight Edge is used to remove excess material when moulding concrete cube and cylinder

specimens. It is also used when conducting slump cone and air meter tests, where the concrete

surface must be levelled with the rim of the cone or measuring bowl.

How is it different from the 3 metre straight edge?
The 1 × 12 inch Straight Edge is a hand-held strike-off bar for moulds and test containers in the

laboratory. The Straight Edge (3 meter) is a separate, much longer product intended for checking

the surface regularity of roads, so the two are not interchangeable.

How do I look after the straight edge?
Clean fresh concrete off the Straight Edge immediately after use, dry it and store it flat so the

working edge stays true. Avoid using it to pry or scrape hardened material, because a bent or

nicked edge will leave an uneven specimen surface.

Who manufactures the Straight Edge?
The Straight Edge is manufactured by Jain Scientific Equipments Pvt Ltd, trading as ScienceLab,

as the OEM at its own licensed factory in Saha, Ambala, Haryana, India. Quotations, bulk orders

and repeat supplies are handled by the manufacturer without a middleman.

Can I order straight edges with a full set of moulds?
Yes. The Straight Edge can be quoted together with cube moulds, cylinder moulds, tamping rods

and other concrete testing equipment for colleges and laboratories in India and international

markets. List every item and quantity in your enquiry to receive one combined quotation.

Request a Quote

For a quotation on the Straight Edge, use our contact page or add the item to the enquiry cart.

Pricing is provided directly by the manufacturer.
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