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Description :

Cement curing bench-type cabinet (Product Code: SLE/CE/56) is a refrigerated curing cabinet

used to store cement and mortar specimens at a controlled temperature and 95% ± 5% relative

humidity in testing laboratories. The unit has four cells with a total capacity of about 400 litres,and

its internal temperature can be set between 18 and 30 °C with ±1 °C accuracy. It is suppliedby 

Jain Scientific Equipments Pvt Ltd (ScienceLab), Ambala, India, to cement andconstruction

laboratories.

Specifications

Parameter Detail

Capacity 400 litres (approx.)

Cells 4, with 1 shelf included per cell (4 in total)

Power rating 310 W total

Internal temperature range 18 to 30 °C

Temperature accuracy ±1 °C

Ambient temperature
(min/max)

18 / 28 °C

Internal humidity 95% ± 5% RH

Shelf plan dimensions 310 × 530 mm (W × D)

Internal height Approx. 530 mm

Shelf guides Stainless steel, allowing shelf positioning every 70 mm

Max load per shelf 40 kg

Max shelves per cell 5 (1 included), at 70 mm spacing

Overall dimensions (L × W
× H)

2400 × 700 × 860 mm

Weight 210 kg (approx.)

Water supply Connection to the water mains required; inlet water 5 to 36 °C

Temperature control
Electronic system with digital display and keyboard to set the
curing temperature

Cooling system
Refrigeration unit with hermetic piston compressor, charged with
HFC refrigerant

Humidity saturation
Water evaporation system (no water nebuliser): water collecting
bath, immersed re-circulating pump and hydraulic circuit

Product code SLE/CE/56

Supplied by Jain Scientific Equipments Pvt Ltd (ScienceLab), Ambala, India

What Is the Cement Curing Cabinet Used For?

Freshly cast cement and mortar specimens need a saturated, temperature-controlled atmosphere

between casting and demoulding, before any water curing begins. The cabinet provides this with

a refrigeration unit and an evaporation-based humidity system, so specimens neither dry out nor

get wetted by spray. Prisms, cubes and moulds for tests such as setting time and soundness can

all be stored on its adjustable shelves.

Before installation, check that a water mains connection is available with inlet water between 5

and 36 °C, and that the room stays within 18 to 28 °C. Keep each shelf within its 40 kg limit and

use the 70 mm shelf spacing to fit taller moulds. For engineering lab equipment in India serving

both teaching and commercial testing, the four separate cells make it easy to keep batches apart.

What to Specify When Ordering

Number of extra shelves (up to 5 per cell; 1 per cell included)
Curing temperature your procedure requires within the 18 to 30 °C range
Site conditions: water mains connection, inlet water 5 to 36 °C, ambient 18 to 28 °C
Floor space and handling for the 2400 × 700 × 860 mm, approx. 210 kg cabinet

Supplier

ScienceLab, the trading name of Jain Scientific Equipments Private Limited, supplies the Cement

curing bench-type cabinet to cement plants, construction laboratories and engineering

institutions. Buyers can source the cabinet together with the moulds, compaction apparatus and

test frames used around it, through one supplier.

Our team can review site conditions and shelf requirements with you before an order is

confirmed. Company background is on the ScienceLab profile page.

Related Civil Engineering Lab Equipment

These items from the same range feed specimens into, or complement, the curing cabinet:

Jolting Apparatus — compacts cement mortar prisms before they go into the cabinet
Prism Mould Three Gang — three-gang moulds for cement prisms
Circulating water bath with cooler unit — for water curing once specimens are demoulded
Humidity Chamber — a separate humidity-controlled chamber for other conditioning work

The Civil Engineering Lab Equipment category lists further curing and testing equipment.

Frequently Asked Questions

What temperature and humidity does the Cement curing bench-type cabinet maintain?
The Cement curing bench-type cabinet (SLE/CE/56) holds an internal temperature settable from

18 to 30 °C with ±1 °C accuracy and an internal humidity of 95% ± 5% RH, set through an

electronic controller with digital display and keyboard.

How many shelves does the Cement curing bench-type cabinet hold?
The Cement curing bench-type cabinet has four cells with one shelf included in each, four in total.

Each cell accepts up to five shelves on stainless steel guides at 70 mm spacing, and each shelf

carries a maximum of 40 kg.

Does the Cement curing bench-type cabinet need a water connection?
Yes. The Cement curing bench-type cabinet must be connected to the water mains, with inlet

water between 5 and 36 °C. Humidity is produced by evaporation from a water collecting bath

with an immersed re-circulating pump, not by a nebuliser.

What room conditions does the curing cabinet require?
The Cement curing bench-type cabinet is specified for ambient temperatures between 18 and 28

°C. It measures 2400 × 700 × 860 mm and weighs about 210 kg, so check floor space and

access routes before delivery.

Who supplies the Cement curing bench-type cabinet?
The Cement curing bench-type cabinet is supplied by Jain Scientific Equipments Pvt Ltd

(ScienceLab), Ambala, Haryana, India, to laboratories in India and international markets.

Quotations and delivery details are arranged through the contact page.

What should a quotation request for the curing cabinet include?
A quotation request for the Cement curing bench-type cabinet should include the quantity, any

extra shelves, the curing temperature you need, your site water and power arrangements, and

the delivery location in India or abroad.

Request a Quote

Request a quotation for the Cement curing bench-type cabinet (SLE/CE/56) through the contact 

page, or add it to the enquiry cart with any extra shelves.
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