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Description :

Power Press Machine (Product Code: SLE/MCE/07) is a flywheel-driven mechanical crankpress

used to punch, blank, bend and form sheet metal with matched punch-and-die tooling in

fabrication shops, sheet-metal workshops and technical training institutes. It is listed in capacities

from 5 to 50 tons, with an all-steel fabricated frame, an alloy steel crankshaft running in bronze

bushes and a cast iron flywheel. It is supplied by Jain Scientific Equipments Pvt Ltd 
(ScienceLab), Ambala, India.

Specifications

Parameter Detail

Capacity 5–50 tons

Frame
All steel construction, fabricated from rolled steel plates withcross
ribbing; alignment ensured by machining

Legs Presses up to 30 T supplied with C.I. legs

Crankshaft
Special alloy steel, precisely machined to a ground finish;
diameter 70–140 mm

Bearings Bronze bushes for smooth working

Flywheel High grade cast iron; diameter 406–660 mm

Gears
Steel cast or fabricated; teeth generated on a precision hobbing
machine

Adjustment of stroke 38–89 mm

Adjustment of ram 25 mm

Punch hole in ram 25–45 mm

Hole in bed 63–95 mm

Bed thickness 50–83 mm

Bed size (L x W) 355 x 178 mm (as listed)

Distance between bed
and ram

177–350 mm

Floor to bed surface 700–1000 mm

Strokes per minute 80 to 35 (across the capacity range)

Motor 1–5 HP

Product code SLE/MCE/07

Supplied by Jain Scientific Equipments Pvt Ltd (ScienceLab), Ambala, India

What Is the Power Press Used For?

In a mechanical power press the motor keeps a heavy flywheel spinning, and when a stroke is

engaged the crankshaft turns that stored energy into a short, powerful down-and-up movement of

the ram. A punch fitted in the ram meets a die on the bed, so identical parts such as washers,

brackets and blanks can be cut or formed from sheet metal quickly and repeatably.

In training, students learn how tooling is set, how the stroke adjustment of 38–89 mm and ram

adjustment of 25 mm set the working gap, and why smaller presses run faster (around 80 strokes

per minute) than the largest (around 35). Follow your workshop's guarding and safe-operation

rules and never reach into the die area while the press is running.

What to Specify When Ordering

Required capacity, anywhere from 5 to 50 tons.
Tool space needed: stroke, bed-to-ram distance (177–350 mm) and hole sizes in ram and
bed.
Motor rating (1–5 HP) and your electrical supply, which is not stated in the listing.
Whether C.I. legs are wanted (listed for presses up to 30 T).
Quantity and delivery location.

Supplier

ScienceLab, the trading name of Jain Scientific Equipments Private Limited, supplies the Power

Press Machine to polytechnics, ITIs, engineering colleges, sheet-metal and fabrication units,

dealers and importers in India and international markets, and can quote it alongside other

workshop machines.

Tender and institutional buyers registering a new vendor can use the company's CIN

U29309HR2020PTC087597 and GSTIN 06AAECJ8618A1ZT. More is on the ScienceLab 

company profile.

Related Workshop Machine Tools

Sheet-metal and fabrication shops often combine a power press with these machines:

Hydraulic Press Machine — slower, fully controllable pressing for forming, straightening
and assembly.
Spot welding Machines — join pressed sheet-metal parts.
MIG Welding Machine — for seam welding of fabricated assemblies.
Pillar Drilling Machine — drills holes that are not produced by the press tool.

See every machine in Workshop Machine Tools.

Frequently Asked Questions

What capacities is the Power Press Machine available in?
The Power Press Machine is listed in capacities from 5 to 50 tons, with motors from 1 to 5 HP

and speeds from about 80 strokes per minute on the smaller presses down to 35 on the largest.

How is the Power Press Machine constructed?
The Power Press Machine has an all-steel frame fabricated from rolled steel plates with cross

ribbing, an alloy steel crankshaft machined to a ground finish in bronze bushes, a high grade cast

iron flywheel and steel gears with hobbed teeth.

How much tool space does the Power Press Machine offer?
The Power Press Machine offers 38–89 mm stroke adjustment, 25 mm ram adjustment and

177–350 mm between bed and ram, with a 25–45 mm punch hole in the ram and a 63–95 mm

hole in the bed, depending on capacity.

Does the Power Press Machine come with legs?
Power Press Machine models up to 30 T are supplied with C.I. legs, and the floor-to-bed height is

listed as 700–1000 mm across the range. Ask us how larger capacities are mounted when you

request a quotation.

What is the Power Press Machine used for in training?
The Power Press Machine is used to teach punching, blanking, bending and forming of sheet

metal, together with tool setting, stroke adjustment and safe press operation, in polytechnics, ITIs

and engineering college workshops.

Who supplies the Power Press Machine?
The Power Press Machine is supplied by Jain Scientific Equipments Pvt Ltd (ScienceLab),

Ambala, India, to training institutes, colleges, fabrication units, dealers and importers in India and

international markets.

Request a Quote

For a Power Press Machine quotation, write to us through the contact page or use the enquiry cart

, stating tonnage, tool space and quantity.
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