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Description :

Nipple Taper mthd Hex GI 14 Bar (Product Code: SLE/WDF/02) is a ½" galvanized ironhexagon

nipple with external tapered male threads, used to join two female-threaded fittings in GIwater

pipework. It is made of hot-dip galvanized malleable cast iron, threaded after galvanizing,and

rated for 14 bar (200 lb/sq inch). It is supplied by Jain Scientific Equipments Pvt Ltd 
(ScienceLab), Ambala, India, a laboratory equipment exporter from India that also sources GI

pipe fittings for water projects.

Specifications

Parameter Detail

Fitting type Male straight nipple, hexagon

Thread External tapered male thread

For Galvanized iron (GI) water pipe fittings

Nominal diameter ½"

Material Malleable cast iron, hot-dip galvanized and threaded after galvanizing

Pressure rating 14 bar (200 lb/sq inch)

Product code SLE/WDF/02

Supplied by Jain Scientific Equipments Pvt Ltd (ScienceLab), Ambala, India

What Is the GI Hex Nipple Used For?

A nipple is the short connector that links two female-threaded parts placed close together — for

example a socket to a tee, a tee to an elbow, or a fitting to a tap or valve body on a ½" GI line.

Plumbers use it when building manifolds, tap stands and short branch connections where a

length of cut pipe would be impractical.

The hexagon in the middle gives a spanner something to grip, so each end can be tightened

without damaging the threads. Because the threads are tapered, the joint becomes tighter as it is

screwed in; wrap the threads with a suitable sealing tape or compound first, and avoid over-

tightening, which can split the female fitting.

What to Specify When Ordering

Quantity of ½" hex nipples.
The thread standard used on your site, so compatibility can be confirmed.
Matching ½" female-threaded fittings such as tees, sockets and caps.

Supplier

The GI hex nipple is supplied by Jain Scientific Equipments Private Limited, whose trading name

is ScienceLab, from Ambala in Haryana. Contractors, water programmes and dealers in India and

international markets can order it alongside other galvanized and PVC fittings to complete a

pipework list in one enquiry. Read about us on the ScienceLab company profile.

Related Water, Sanitation & Hygiene Supplies

Female-threaded ½" fittings that this nipple connects:

Tee 90° Equal fthd GI ½" ND 14 Bar — a matching ½" tee for branch connections.
Socket equal fthd GI ½" ND 14 Bar — a ½" socket for joining the nipple to pipe or other
fittings.
Cap fthd GI 14 Bar — a ½" female cap that closes the end of a nipple.
Clamp Saddle PP, HDPE 110mm x fthd ½" O/ND-P — a saddle with a ½" female-threaded
outlet for tapping off an HDPE main.

See all pipe fittings in Water, Sanitation & Hygiene Supplies.

Frequently Asked Questions

What size is the Nipple Taper mthd Hex GI 14 Bar?
The Nipple Taper mthd Hex GI 14 Bar has a nominal diameter of ½" with external tapered male

threads and a hexagon section. It is intended for ½" galvanized iron water pipe fittings that have

female threads.

What pressure is the GI hex nipple rated for?
The GI hex nipple is rated for 14 bar, or 200 lb/sq inch. The working pressure of the finished line

also depends on the other fittings, the pipe and the quality of each threaded joint, so all parts

should suit your system.

Why does the nipple have a hexagon section?
The hexagon section of the Nipple Taper mthd Hex GI 14 Bar gives a spanner a firm grip, so

each threaded end can be tightened into its fitting without gripping and damaging the threads

themselves.

What material and finish does the hex nipple have?
The hex nipple is made of malleable cast iron that is hot-dip galvanized and then threaded after

galvanizing, so the tapered threads are clean and ready for sealing tape or compound when the

fitting is installed.

Which thread standard does the hex nipple use?
Our listing for the Nipple Taper mthd Hex GI 14 Bar states a tapered male thread but not the

thread standard. Tell us the standard used on your project through the contact page so

compatibility can be confirmed before you order.

Who supplies the Nipple Taper mthd Hex GI 14 Bar?
Jain Scientific Equipments Pvt Ltd, trading as ScienceLab from Ambala, Haryana, India, supplies

the Nipple Taper mthd Hex GI 14 Bar to contractors, water programmes and dealers in India and

international markets.

Request a Quote

Send your quantity and full fittings list through the contact page, or add the hex nipple to the 

enquiry cart with other GI fittings.
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