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Description :

Plug Hollow mthd GI 14 Bar (Product Code: SLE/WDF/03) is a ½" hollow galvanized iron plug

with an external male thread, used to close off unused female-threaded openings in GI water pipe

fittings. It is made of malleable cast iron, hot-dip galvanized and threaded after galvanizing, and is

rated for 14 bar (200 lb/sq inch). It is supplied by Jain Scientific Equipments Pvt Ltd 
(ScienceLab), Ambala, India, which combines scientific equipment bulk supply with sourcing of

water-supply fittings.

Specifications

Parameter Detail

Fitting type Hollow plug, male

Thread External male thread

For Galvanized iron (GI) water pipe fittings

Nominal diameter ½"

Material Malleable cast iron, hot-dip galvanized and threaded after galvanizing

Pressure rating 14 bar (200 lb/sq inch)

Product code SLE/WDF/03

Supplied by Jain Scientific Equipments Pvt Ltd (ScienceLab), Ambala, India

What Is the GI Hollow Plug Used For?

Water systems are rarely built with every outlet in use from day one. This plug screws into a ½"

female-threaded opening — the branch of a tee, the end of a socket or elbow, or a spare port —

to seal it until a tap, branch line or gauge is added later. It is also handy for closing openings

temporarily while a new section of pipework is pressure tested.

When fitting it, clean the female threads, apply sealing tape or compound to the plug's male

thread and tighten firmly without forcing. Recording where plugs have been fitted helps

maintenance teams find future connection points quickly, and removing a plug is straightforward

when the line needs extending.

What to Specify When Ordering

Number of ½" plugs for spare or future outlets.
Whether you also need caps for closing male-threaded pipe ends.
The thread standard on your site, so compatibility can be checked.

Supplier

Jain Scientific Equipments Private Limited, which trades under the ScienceLab name in Ambala,

Haryana, supplies this GI plug as part of its water-distribution fittings range. Contractors,

programmes and dealers in India and international markets can combine it with tees, sockets,

nipples and PVC fittings in one order. Company information is on the ScienceLab profile page.

Related Water, Sanitation & Hygiene Supplies

Fittings that work alongside the hollow plug:

Cap fthd GI 14 Bar — the female-threaded counterpart for closing male pipe ends.
Tee 90° Equal fthd GI ½" ND 14 Bar — a ½" tee whose spare branch can be sealed with
this plug.
Socket equal fthd GI ½" ND 14 Bar — a ½" socket that the plug can close at the end of a
line.
Nipple Taper mthd Hex GI 14 Bar — a ½" hex nipple for joining female fittings when the
outlet is brought into use.

Browse the full Water, Sanitation & Hygiene Supplies range for more fittings.

Frequently Asked Questions

What does the Plug Hollow mthd GI 14 Bar do?
The Plug Hollow mthd GI 14 Bar seals a ½" female-threaded opening in galvanized iron water

pipework, such as the branch of a tee or the end of a socket, until that outlet is needed or while

the line is being tested.

What is the difference between a GI plug and a GI cap?
A GI plug, like this hollow male plug, has an external thread and screws into a female-threaded

opening. A GI cap has an internal female thread and screws over a male-threaded pipe or nipple

end. Choose by the type of thread you need to close.

What pressure is the hollow GI plug rated for?
The hollow GI plug is rated for 14 bar, which equals 200 lb/sq inch. As with any threaded joint, the

actual performance also depends on the matching fitting, the thread sealing and correct

tightening during installation.

What is the hollow plug made of?
The Plug Hollow mthd GI 14 Bar is made of malleable cast iron, hot-dip galvanized and threaded

after galvanizing, which gives a corrosion-resistant zinc finish while keeping the male thread

clean for sealing.

Which thread standard does the GI plug use?
The thread standard of the hollow GI plug is not stated in our listing. Please tell us the standard

used on your project through the contact page so we can confirm compatibility before you place

an order.

Who supplies the Plug Hollow mthd GI 14 Bar?
Jain Scientific Equipments Pvt Ltd, trading as ScienceLab from Ambala, Haryana, India, supplies

the Plug Hollow mthd GI 14 Bar to contractors, water programmes and dealers in India and

international markets.

Request a Quote

Request pricing for the hollow GI plug through the contact page, or add it to the enquiry cart with

the rest of your pipe fittings.
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