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Description :

Polypropylene Inverted Mobile Fume Cabinet (Product Code: SLE/LI/19) is a ductless fume

cabinet on four lockable castors, used to give staff and students a protected space for working

with a wide range of chemicals, and it is especially suited to schools. Built from welded virgin

polypropylene, it combines a 5-inch colour touch-screen with a low-airflow alarm, a large oval PP

sink, a swan-neck water tap and gas taps. It is supplied by Jain Scientific Equipments Pvt Ltd 
(ScienceLab), Ambala, India.

Specifications

Parameter Detail

Type Ductless mobile fume cabinet

External dimensions
1000 x 720 x 1900 mm (listed as H x D x W; confirm the order with
your quotation)

Workspacedimensions 985 x 500 x 860 mm (listed as H x D x W)

Front sash maximum
opening

625 x 865 mm (H x W)

Weight 120 kg (excluding filters)

Cabinet and work
surface

Welded white virgin polypropylene, for chemical and corrosion
resistance, lighter weight and lower noise

Control system
5-inch full-colour capacitive touch-screen, wipe-clean, with digital
airflow velocity display, audible and visual low-airflow alarm and filter
change indicators

Face airflow velocity 0.5 ± 0.1 m/s (100 ± 20 fpm)

Filters Range of carbon or HEPA filters available

Standard fittings 1 gas tap, 1 swan-neck water tap, large oval PP sink, 1 power socket

Tap controls
Surface-mounted gas taps and water tap with remote controls outside
the workspace

Base cabinet
Lower cabinet with 2 hinged doors, 100% polypropylene including
hinges and handles

Mobility 4 lockable castors

Sash and visibility Sliding sash with full-height entry for easy cleaning; 360° visibility

Illumination LED lights

Power supply
240 V or 110 V, supplied with a plug of your choice; plugs into a
standard 13A socket; internal mains socket with universal fitting

Product code SLE/LI/19

Supplied by Jain Scientific Equipments Pvt Ltd (ScienceLab), Ambala, India

What Is the Mobile Fume Cabinet Used For?

This mobile unit brings fume protection to any room with a standard socket: it can be wheeled

between laboratories, locked in place on its castors and used for practical chemistry that releases

vapours, with carbon or HEPA filters chosen to suit the work. The sink and taps let students rinse

apparatus inside the cabinet, and 360° visibility makes it practical for teacher demonstrations to a

whole class. As a fume hood with storage, its polypropylene base cabinet keeps related materials

beneath the work surface.

Watch the digital airflow display during work — face velocity is listed at 0.5 ± 0.1 m/s — and stop

if the low-airflow alarm sounds. Change filters when the indicator shows, use the full-height sash

entry when cleaning inside, and wipe the touch-screen panel with a damp cloth. Lock all four

castors before starting an experiment.

What to Specify When Ordering

Power supply (240 V or 110 V) and the plug type you need.
Carbon or HEPA filters, according to the chemicals or particles handled.
The water, drain and gas connections available where the cabinet will be used.
Door and lift access for a 120 kg cabinet listed at 1000 x 720 x 1900 mm.
Quantity and delivery location.

Supplier

ScienceLab is the trading name of Jain Scientific Equipments Private Limited, which supplies this

mobile fume cabinet from Ambala, Haryana, to schools, colleges, laboratories, dealers and

importers. When filters need replacing later, ask the same supplier for a quotation on carbon or

HEPA filters to suit the cabinet. Learn more on our company profile.

Related Laboratory Instruments

Filters, test equipment and alternative fume-control options:

Acid Filter for Inverted Mobile Fume Hood — a replacement acid filter listed for the inverted
mobile hood; confirm fit.
Thermo-Anemometer — an independent check of face airflow.
Polypropylene Ducted Fume Cupboard — a fixed, ducted alternative.
Fume Cupboard, Ductless — a benchtop ductless option with an airflow alarm.
Premium Safety Spectacles — eye protection for students working at the cabinet.

Explore the Laboratory Instruments category.

Frequently Asked Questions

Is the Polypropylene Inverted Mobile Fume Cabinet ductless?
Yes. The Polypropylene Inverted Mobile Fume Cabinet is a ductless mobile unit that uses carbon

or HEPA filters, chosen from a range, instead of an exhaust duct. It plugs into a standard 13A

mains socket and moves on four lockable castors.

What controls and alarms does the mobile fume cabinet have?
The Polypropylene Inverted Mobile Fume Cabinet uses a 5-inch full-colour capacitive touch-

screen with a digital airflow velocity display, an audible and visual low-airflow alarm and filter

change indicators. The wipe-clean panel is used instead of membrane switches.

What services are built into the fume cabinet?
The Polypropylene Inverted Mobile Fume Cabinet comes with one gas tap, one swan-neck water

tap, a large oval polypropylene sink and one power socket as standard. The gas and water taps

have remote controls outside the workspace.

What power supply options are available?
The Polypropylene Inverted Mobile Fume Cabinet is offered for a 240 V or 110 V supply and is

supplied with a plug of your choice. State your mains voltage and preferred plug type when you

request a quotation.

What are the size and weight of the mobile fume cabinet?
The Polypropylene Inverted Mobile Fume Cabinet is listed at 1000 x 720 x 1900 mm externally,

with a 985 x 500 x 860 mm workspace and a 625 x 865 mm maximum sash opening. It weighs

120 kg without filters; confirm the dimension order with your quotation.

Who supplies the Polypropylene Inverted Mobile Fume Cabinet?
The Polypropylene Inverted Mobile Fume Cabinet is supplied by Jain Scientific Equipments Pvt

Ltd (ScienceLab), Ambala, Haryana, India, to schools, colleges, laboratories, dealers and

importers in India and international markets.

What should a quotation request for the fume cabinet include?
A quotation request for the Polypropylene Inverted Mobile Fume Cabinet should state the

quantity, power supply and plug type, carbon or HEPA filter choice, the chemicals to be handled

and the delivery location. Send it through our contact page.

Request a Quote

Request pricing for the Polypropylene Inverted Mobile Fume Cabinet through our contact page, or

add it to the enquiry cart together with filters and safety wear.
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