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Description :

Laboratory Incubator With Visibility Door (Product Code: SLE/LI/21) is a 100-litre general-

purpose incubator used for incubation, drying, heating and other temperature-controlled work up

to 100 °C in school, college and research laboratories. Biology and microbiology departments rely

on it for routine culture work, and its PID digital controller shows set and actual values together

with programmable ramp and dwell. It is made by Jain Scientific Equipments Pvt Ltd 
(ScienceLab), an OEM manufacturer, at its own factory in Ambala, India.

Specifications

Parameter Detail

Capacity 100 litres

Maximum temperature 100 °C

Fluctuation 0.75 °C

Controller
PID digital controller with dual display (set and actual) and
programmable ramp and dwell

Safety
Direct-reading thermostats for control and overheat safety
protection

Indicator lamps Power, heating and safety protection

Chamber Aluminium-clad steel

Exterior Sheet steel with powder-coat paint, durable and easy to clean

Shelves
Plated steel, adjustable on fixed shelf runners; listed as 4
shelves and 3 shelf positions

Maximum load height 360 mm

Access port Top vent/access port for thermometers and monitoring probes

External dimensions (H x W x
D)

735 x 590 x 567 mm

Internal dimensions (H x W x
D)

445 x 490 x 460 mm

Power 750 W

Product code SLE/LI/21

Manufacturer Jain Scientific Equipments Pvt Ltd (ScienceLab) — OEM

Country of origin India (made in Ambala, Haryana)

What Is the Laboratory Incubator Used For?

In teaching and research labs, this unit is most often used as a bacteriological incubator for

growing cultures on agar plates and in broth tubes at a steady set temperature, but it also serves

for drying and warming samples, glassware and media up to 100 °C. The visibility door lets staff

check on plates and tubes without opening the chamber, and the listed 0.75 °C fluctuation keeps

conditions stable over long incubations.

Use the programmable ramp and dwell functions to bring the chamber up to temperature

gradually and hold it for a set period, and insert a thermometer or monitoring probe through the

top vent/access port for an independent reading. Keep loads below the 360 mm maximum load

height, spread plates across the adjustable shelves, and investigate at once if the safety

protection lamp lights.

What to Specify When Ordering

The mains voltage at your site — the listed unit is rated at 750 W.
The shelf arrangement you need, as 4 shelves and 3 shelf positions are listed.
Whether thermometers or monitoring probes for the top access port should be quoted.
The number of incubators and the delivery location.

OEM Manufacturer

Jain Scientific Equipments Private Limited, which trades as ScienceLab, is the OEM (original

equipment manufacturer) of this incubator and lists it among its own general-purpose laboratory

incubators. The unit is built at the company's own licensed factory at Saha, Ambala, Haryana,

rather than bought in from a trader.

Incubators are supplied factory-direct to schools, colleges, institutions, dealers and importers, and

requests for spare parts such as shelves or indicator lamps go straight to the manufacturer — ask

us. Read more on our company profile.

Related Laboratory Instruments

Items used before, during and after incubation:

Petri Dish, Triple Vent — culture plates for incubation.
Petri Dish Rack — keeps stacks of plates organised on the shelves.
Digital Thermometer — for independent temperature checks.
Digital Colony Counter — for counting colonies after incubation.
Biosafety Cabinet Class 2 — for preparing cultures before they go into the incubator.

See the whole Laboratory Instruments range.

Frequently Asked Questions

What is the capacity of the Laboratory Incubator With Visibility Door?
The Laboratory Incubator With Visibility Door has a 100-litre aluminium-clad steel chamber with

internal dimensions of 445 x 490 x 460 mm (H x W x D) and a maximum load height of 360 mm.

External dimensions are 735 x 590 x 567 mm.

What temperature range does the incubator offer?
The Laboratory Incubator With Visibility Door reaches a maximum of 100 °C with a listed

fluctuation of 0.75 °C. Its PID digital controller shows set and actual temperatures together and

supports programmable ramp and dwell settings.

What safety features does the laboratory incubator have?
The Laboratory Incubator With Visibility Door has thermostats for both temperature control and

overheat safety protection, plus indicator lamps for power, heating and safety protection. These

let staff see at a glance whether the unit is heating normally.

Who manufactures the Laboratory Incubator With Visibility Door?
The Laboratory Incubator With Visibility Door is manufactured by Jain Scientific Equipments Pvt

Ltd (ScienceLab), an OEM manufacturer, at its own licensed factory at Saha, Ambala, Haryana,

India, and is supplied factory-direct to institutions, dealers and importers.

How many shelves does the incubator have?
The Laboratory Incubator With Visibility Door is listed with 4 plated steel shelves and 3 shelf

positions on fixed runners. Please confirm the shelf arrangement you need when requesting a

quotation, as the two figures should be checked together.

Is a calibration certificate available for the incubator?
Calibration-certificate availability for the Laboratory Incubator With Visibility Door should be

discussed with us before ordering. The top vent/access port lets a reference thermometer or

probe be inserted for your own checks; ask through our contact page.

Request a Quote

Quotations for the Laboratory Incubator With Visibility Door come direct from the manufacturer.

Send your requirements through our contact page, or add the incubator to the enquiry cart with

plates and racks.
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